
 
 

 

127 Fast-Acting SMD Fuse 

 
Main Characteristics 

SMD fuse; Fast-Acting(F) 

Standard 
UL-248-14 

Materials 
Substrate: Ceramic 
Termination: Silver over-plated with 

nickel and Tin 
Dimensions (unit: mm) Operating Temperature 

0.51±0.2 -55℃ to +125℃ 
3.2±0.1 Storage Conditions 

+10℃ to +60℃ 
Relative humidity:≤75% yearly average 

Without dew, maximum 30 days at 95% 
Vibration Resistance 

24 cycles at 15 min. each (60068-6) 

10-60Hz at 0.75mm amplitude 
Recommended land pattern 60-2000Hz at 10g acceleration 
(unit: mm) Soldering Parameters 

1.52 260℃.≤10 sec (Wave Soldering) 
300℃.≤2 sec (Hand Soldering) 

Soldering Peak: 
260℃. 10 sec. 

1.52 280℃. 5 sec. (IEC 60068-20) 

 
Average Time Current(I-T Curve) 

 
Time vs Current Characteristics:UL-248-14 
Rated Current 100% 250% 350% 

250mA-5A 
6A-20A 

≥4H 

≥4H 
≤5s - 

≤5s 

 
RoHS 

 

HF 
 

Electr ical  Character ist ics at  25℃  
 

Amp 
Code 

Rated Voltage Rated 
Current 

Breaking 

Capacity 

AC/DC 
Typical Cold 

Resistacne(m 
Ω) 

Typical 
Voltage Drop 

(mV) 
Nominal 
Melting 

I²t(A²sec) 
Alpha 

Marking 
AC DC 

0250 250mA 3608 1407 0.00012 0.25 
0375 375mA 1882 718 0.0003 E 
0500 
0750 

 
125V 

500mA 
750mA 

1028 
850 

650 
1000 

0.0005 
0.009 

0.5 
0.75 

1100 
1125 

 
125V 1A 

1.25A 
240 
175 

300 
290 

0.0075 
0.009 

H 

1150 
1200 

1.5A 
2A 

 
50A 

125 
80 

250 
200 

0.013 
0.04 

1.5 
N 

1250 2.5A 38 140 0.045 2.5 
1300 3A 32 130 0.065 P 
1350 
1400 

 
72V 

3.5A 
4A 

25 
20 

120 
110 

0.08 
0.11 

3.5 
S 

1500 

1600 

1700 

 
- 

 
72V 
63V 

5A 

6A 

7A 

13 

15.5 

11.5 

100 

140 

130 

0.185 

8 

10 

T 

F 

7 
1800 8A 7.6 123 12 V 
2100 
2120 

 
48V 
32V 

10A 
12A 

 
150A 

5.5 
5 

110 
85 

18 
11.5 

U 
12 

2150 15A 3.4 78 16.5 15 
2200 20A 2.2 80 40 Q 

 
Note:   (1) DC interrupting rating (measured at rated voltage, time constant of less than 50 microseconds, battery source) 

(2) DC cold resistance are measured at <10% of rated current in ambient temperature of 25℃ 
(3) Typical pre-arcing I2t are measured at 10In current 

 
Ordering Information 

 
Series Amp Code Supplementary Code Qty 

127    

 
BETTER ELECTRONICS 
TECHNOLOGY CO., LTD. 
东莞市贝特电子科技股份有限公司 
www.betterfuse.com 

China sales: 

Jacky Huang 
sls01@betterfuse.com 
+86 769-83238731 ext.859 

Japan sales: 
Erin 

oss01@betterfuse.com 

+86-769-2307 8202 

South Korea sales: 

Jenny Li 

sm12@betterfuse.com 

+86 769-2307 8212 

Europe sales: 

Helge Glueck 
helge@betterfuse.com 
+49-341-946 98772 
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